PRECIMEASURE

General Feature :

RTCC
REMOTE TAPCHANGER
CONTROL CUBICLE

Remote Tap Changer Control (RTCC) is a conventional equipment to control the output of the Transformer from the
OLTC unit fitted in the transformer The desired voltage will be achieved accordingly by controlling the OLTC with
respect to the tap position through RTCC system. The output voltage of the transformer will be maintained through an

AVR (Automatic Voltage regulator), which continuously verifies the output power with

the set / programmed reference voltage and will trigger the OLTC accordingly. RTCC

panel controls are same irrespective of OLTC type whether in tank or external mount T . .
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Our range of products includes fully fabricated assembled and wired RTCC Panels. All -
necessary components used in the panel are of reputed makes with high quality. = F i i i
We offer these panels in different sizes and configurations to meet the customer .
re-quirements. Owing to their highly efficient functioning, low maintenance & easy = = =
instal-lation, these RTCC panels are highly appreciated by our esteemed clients. [:I

Since RTCC panels are generally mounted in the control room our panels conform to

IP-44 protection class.

FOR ORDERING /ENQUIRY PLEASE FURNISH THE FOLLOWING

DETAILS
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OLTC make

With or without AVR

With or without parallel operation
Paint Shade

Specify any other special requirements

PANEL
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PRECIMEASURE MBOX/FCC

MARSHALLING BOX/FAN
CONTROL CUBICLE

MARSHALLING BOX/ FCC

The marshalling box/ FCC is a local controlling unit mounted near the Transformer. All types of transformer
protection accessories like winding & oil temperature indicators and other necessary components are assembled and
wired up into this marshalling box. For remote monitoring of these instruments, their potential free contacts are wired
up to the RTCC panel or the incomer panel through multi core cables.

These panels can be of stand alone or tank mounted type. We have tested our standard Marshalling Box
design for IR-56 at ERDA, Baroda. All necessary components used in the panel are of reputed makes with high quality.

ORDERING INFORMATION FOR MARSHALLING BOX:

e OTl & WTI Model

¢ No. of contacts for OTI & WTI
e Protection Class®

¢ Paint shade

e Sheet Thickness

ORDERING INFORMATION FOR FCC PANEL:

*  No. of fans & their specification

*  No. of running fans & standby fans
e  Sequence of operation

e OTl & WTI Model

*  No. of contacts for OTI & WTI

*  Protection Class

*  Paint Shade

*  Sheet Thickness
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_r—
five

Desclaimer : Precimeasure reserves the right to make any changes in the specification without prior notice.
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